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2.1
Position the base frame 3 1/2 inches from the travel wall
and in line with the upper entrance/exit (Fig. 1).

2.2
Adjust the leveling screws to level the base frame (Fig. 2).
NOTE: Do not install the anchors at this time.

.

Figure 1. Positioning the base frame.

Figure 2. Leveling screw, anchor locations and deck
position.

MATERIAL LIST PART #
1. Base Frame FFCTB001
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2.3
Secure the main tower to a furniture dolly for ease of
handling .

2.4
Position 2” Styrofoam packing blocks in the positions
indicated in preparation for installing the main tower
(Fig 4).

2.5
Using the furniture dolly, move the main tower into position
over the mounting bolts. The front half of the tower base
angles should be supported by the 2” Styrofoam packing
blocks (Fig. 4).

2.6
Carefully remove the dolly from the main tower and lower
the back half of the tower onto the mounting bolts (Fig. 5).
Remove the 2” Styrofoam packing blocks and lower the
front half of the tower on to the mounting bolts (Fig. 6).
Install and tighten the nuts for the tower base angles.
Once the tower is secure to the base frame and is in
position remove the guide frame hold down strap (Fig. 3).
!!DO NOT MOVE THE LIFT FROM THE GUIDE FRAME
OR CARRIAGE ONCE THE HOLD DOWN STRAP HAS
BEEN REMOVED.

Figure 3. Location of the carriage hold down strap.

F
igure 4. Supporting the front of the main tower on
Styrofoam packing blocks.

MATERIAL LIST PART #
1. Base frame FFCTB001
2. 2” Styrofoam packing blocks
3. Main tower assembly
4. 1/2 - 13 N.C. flange nut

Figure 5. Installing the nuts on the main tower
mounting bolts.

Figure 6. Lowering the rear of the main tower on to
the mounting bolts.




