MIN WALL THICKNESS VARIES

LINTEL SUPPORT BY MASONRY CONTRACTOR. SEE MASONRY CONTRACTOR FOR INSTALLATION DETAILS

SECTION "A-A"

2 1/16"

1"

2 1/2"

DETAIL "B"

CORRUGATED MASONRY ANCHORS

MIN WALL THICKNESS VARIES

SECTION "C-C"

USE FILL IN VOID OR SHIM (IF NECESSARY)

NOTE: AS WALL THICKNESS CHANGES, THE METHOD OF MASONRY INSTALLATION WILL CHANGE ACCORDINGLY. THIS DRAWING SHOULD BE USED ONLY AS A REFERENCE.

COUNTER HEIGHT

CORRUGATED MASONRY ANCHORS

NOTE: DOOR IS COMPLETE WELDED ASSY

FRAME HEIGHT

FRAME WIDTH

C

Hoistway to be built before dumbwaiter is installed. Except the walls are to be omitted where hoistway doors occur until the dumbwaiter is installed & hoistway doors are set in place.

TITLE: TYPICAL VARIATION OF MASONRY CONSTRUCTION WITH UL LISTED 1/2 HOUR RATED COUNTER LOADING SWING DUMBWAITER FIRE DOOR

L.O. BY DATE REQ

APPROVED PAINT

DATE L.O. SHEET 1 OF 1

BORDER SCALE 1/16 # RED'D

-8- Dwg No. 1000-727 Job No.